
INSTALLATION INSTRUCTIONS
ELECTRONIC TRANSMISSION INTERFACE (ETI)

Electronic
Transmission

Interface
(ETI)

Instrument Connector
Battery

Fire Wall

Black

Yellow

Green

Red

Black

Red

White

Vehicle Speed
Sensor (VSS)

Tap Splice
Connectors

Spade
Connectors

Red

Black

+12 VDC Red

F
u

se
1A

G
ro

un
d

IMPORTANT:  Remove in-line fuse prior to beginning installation.
Reconnect fuse only after all other wiring is complete. Failure to do
this may damage the ETI.

The number of pulses per mile
from a vehicle will vary with the
make and model. Your calibra-
tion factor should be between
.500 and 1.200. If not, adjust the
jumper block located inside the
ETI, then  recalibrate to reach a
calibration number within this
range.

Mount Terminal Block under
hood in a convenient location
(fire wall/fender well) to accom-
modate necessary wiring.

Note: If the speedometer does
not respond to vehicle move-
ment, simply reverse the RED
and BLACK wires at the spade
connectors to correct polarity.

Most vehicles should have a 2-wire output from the VSS.

Dodge & Ford trucks may have the VSS located on top of the rear end
housing instead of at the transmission. It will normally be a 2-wire
output, small gauge wire.

Connect the red and black wires of the long 20’ cable to the wires from
the VSS. Next, use the spade connectors on the cable to connect to the
ETI and test the DMI to see if it is counting. In some cases the ground
wire may not be necessary, test accordingly. Crimp-on tap splice con-
nectors are supplied for convenience on initial installation. However,
we recommend removing the tap splice connectors and reconnecting
using wire to wire solder once you are sure all connections to the  VSS
are proper. Insulate with sealant/electrical tape as needed. IMPORTANT: Mount the ETI

either on its side or with its re-
movable plate facing down.
This will help to prevent water
seeping into the unit, and pro-
long its life.


